	Coating Code
	Coating Description
	Specifications

	Coating-001
	UV-AR[250-450]
	Rabs≤1.0% 250-425 nm                        Rave≤0.75% 250-425 nm                      Rave≤0.5% 370-420 nm                        

	
	
	

	
	
	

	Coating-002
	UV-VIS[250-700]
	Rabs≤1.0% 350-450 nm                        Rave≤1.5% 250-700 nm                                             

	
	
	

	
	
	

	Coating-003
	NIRⅠ[600-1050]
	Rave≤0.5% 600-1050 nm                                             

	
	
	

	Coating-004
	NIRⅡ[750-1550]
	Rabs<1.5% 750-800 nm                        Rabs<1.0% 800-1550 nm                      Rave<0.7% 750-1550 nm                        

	
	
	

	
	
	

	Coating-005
	Telecom-NIR[1200-1600]
	Rabs≤0.25% 1295-1325 nm                        Rabs≤0.25% 1535-1565 nm                      Rave≤0.25% 1200-1600 nm                        

	
	
	

	
	
	

	Coating-006
	1/4Wave MgF2 @550nm
	Rave≤1.75%  400-700nm(BK7)                   

	
	
	

	
	
	

	Coating-007
	VIS 0O [425-675nm]
	Rave≤0.4%  425-675nm                   

	
	
	

	
	
	

	Coating-008
	VIS-NIR[400-1000nm]
	Rabs≤0.25% @ 880nm                        Rave≤1.25% 400-870 nm                      Rave≤1.25% 890-1000 nm                        

	
	
	

	
	
	


